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(b) holds a valid airline transport pilot
certificate; or

(c) holds a valid commercial lighter-
than-air pilot certificate; or

(d) is an active member of the Regu-
lar Army, Navy, Marine Corps, or Coast
Guard, or a reserve member of any such
service on extended active duty for at
least 1 year, and who holds at least a
private pilot certificate issued by the Ad-
ministrator and a military instrument
flying rating, or equivalent, issued by his
service. [As amended by Amdt. 127,
CAR, Aug. 15, 1941, effective Sept. 15,
1941; 6 F.R. 4562]

* * * * *

§ 60.53 Flight plan. Prior to take-off
from any point within an airway traffic
control area and prior to entering such
an area, an approved flight plan as pre-
scribed in § 60.134 is required. No flight
plan shall be submitted until after the
pilot has made a careful study of avail-
able current weather reports and fore-
casts and believes the flight can be made
with safety. [As amended by Amdt.
60-34, CAR, Nov. 21, 1941, effective Jan.
20, 1942; 6 F.R. 6014]

NOTE: For a list of airway traffic control
areas, see Air Navigation Radio Aids published
periodically by the Administrator.

§ 60.531 Control zone of intersection.

.NOTE: For a list of control zones of inter-
section, see Air Navigation Radio Aids pub-
lished periodically by the Administrator.

rAs amended by Amdt. 60-34, CAR, Nov.
21, 1941, effective Jan. 20, 1942; 6 F.R.
6014]

§ 60.57 Flight en route.

§ 60.571 Communications contacts.
The pilot shall maintain a continuous
listening watch on the appropriate radio
frequency and shall, by radio, contact
and report as soon as possible to the
appropriate communication station the
time and altitude of passing each radio
fix or other check point designated by
the Administrator or specified in the
flight plan together with unanticipated
weather conditions being encountered
and any other information pertinent to
the aircraft movement and, further, if
not within an airway traffic control area,
shall, prior to entering a control zone of
intersection, served by a radio voice com-

munication station of the Administrator,
establish communication with such sta-
tion directly or through other com-
munication channels, forwarding the ex-
pected time of arrival over the center
of such zone, the altitude to be flown
through such zone, and the course or
courses proposed to be followed while
within such zone. [As amended by
Amdt. 60-36, CAR, Nov. 21, 1941, effective
Jan. 20, 1942; 6 P.R. 6014]

* * * * *

§ 60.572 Communications failure. In
the event of the electrical or the mechan-
ical failure of aircraft two-way com-
munication equipment or in the event
that the pilot does not receive radio sig-
nals sufficient to permit him to main-
tain instrument navigation, one of the
following procedures shall be observed:
[As amended by Amdt. 102, CAR, Feb.
25, 1941; 6 F.R. 1159]

NOTE: H§60.5720 (a), 60.5721 (b), and
60.5722 (c) were not affected by the amend-
ment of § 60.572 and remain in full force
and effect.

§ 60.9 Miscellaneous air trafflc rules.

§ 60.940 General requirements.
NOTE: § 60.940 (d) was deleted and § 60.940

(e), (f) and (g) were redesignated as § 60.940
(d), (e) and (f), by Amdt. 104, CAR, Feb. 21,
1941; 6 P.R. 1705.

PART 61-SCHEDULED AIR CAR-
RIER RULES"

NOTE: The title of Part 61 was amended by
deleting the word "Interstate", by Amdt.
134, CAR, Sept. 30, 1941, effective Oct: 1, 1941;
6 F.R. 5039.

NOTE: Regulations, Serial No. 16, as
amended, was revoked by Regulations, Serial
No. 186, Sept. 30, 1941, effective Oct. 1, 1941;
6 FR.. 5039. Regulations, Serial No. 16, ap-
pears as notes to Part 61 in the 1939 and
1940 Supplements.

§ 61.0 Provision for issuance.
NOTE: § 61.0 was amended by substituting

the phrase "interstate air transportation
within the continental limits of the United
States" for the phrase "interstate air trans-
portation," by Amdt. 134, CAR, Sept. 30, 1941,
effective Oct. 1, 1941; 6 F.R. 5039.

1 The phrase "aircraft dispatcher" was sub-
stituted for the phrase "air carrier dispatcher"
or "airline dispatcher" throughout Part 61.
by Amdt. 129, CAR, Sept. 5, 1941, effective
Oct. 1, 1941; 6 F.R. 4691.
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§ 61.00 Certificate required. No sched-
uled air carrier shall be operated in in-
terstate air transportation within the
continental limits of the United States
for the carriage of mail, goods, or
persons, or any combination thereof,
unless * * * [As amended by Amdt.
134, CAR, Sept. 30, 1941, effective Oct. 1,
1941; 6 F.R. 5039]

NOTE: § 61.00 (a) and (b) were not affected
by this amendment of § 61.00 and remain in
full force and effect.

§61.01 Violation of terms. No
scheduled air carrier shall be operated
in interstate air transportation within
the continental limits of the United
States for the carriage of mail, goods, or
persons, or any combination thereof, in
violation of any of the terms, conditions,
specifications, limitations, or other pro-
visions * * * [As amended by Amdt.
134, CAR, Sept. 30, 1941, effective Oct. 1,
1941; 6 F.R. 5039]

* * * * *

NoTE: § 61.01 (a) and (b) were not af-
fected by this amendment of § 61.01 and
remain in full force and effect.

§ 61.3 Aircraft.
* * S

§ 61.322 Day and night operation
over water. The following rules will
govern the operation of multi-engine
aircraft In day or night operation over
water: [As amended by Amdt. 129,
CAR, Sept. 5, 1941, effective Oct. 1, 1941;
6 F.R. 4691]

§ 61.3220 (a)

NOTE: Special Regulation, Aug. 21, 1941;
6 P.R. 4361, provides that: -Notwithstanding
the provisions of § 61.3220 (a), scheduled air
carriers in air transportation may operate
multi-engine land aircraft on a direct route
between Keyport, New Jersey and New York
Municipal Airport, La Guardia Field, New
York over the Lower Bay of New York Har-
bor at a distance beyond gliding distance
from shore without the aid of power when
such operation is authorized by the Admin-
istrator in the interest of safety.

Special Regulation, Oct. 3, 1941; 6 F.R.
5085, provides that: Notwithstanding the
provisions of § 61.3220 (a), scheduled air
carriers in air transportation may- operate
multi-engine land aircraft on a direct route
between Oakland Municipal Airport, Oak-
land, California, and San Francisco Munici-
pal Airport, San Francisco, California, over
the San Francisco Bay at a distance beyond
gliding distance from shore without the aid
of power when such operation is authorized
by the Administrator.

§ 61.323 Night operation over water.
[Revoked]

NOTE: § 61.323 was revoked by Amdt. 129,
CAR, Sept. 5, 1941, effective Oct. 1, 1941; 6
P.R. 4691.

§ 61.34 Equipment. * *

§ 61.340 First aid equipment. No air-
craft shall be operated in scheduled air
transportation unless equipped with a
conveniently accessible first aid kit ade-
quate for proper first aid treatment of
passengers and crew which shall contain
medical equipment and supplies ap-
proved by the Administrator as suitable
and sufficient for the type of operation
Involved. [As added by Amdt. 122, CAR,
July 29, 1941, effective Oct.'1, .1941; 6
P.R. 3826)

§ 61.341 Altitude recording device.
No aircraft with gross weight in excess
of 10,000 pounds shall be operated in
scheduled air transportation of passen-
gers after April 1, 1942, unless it Is
equipped with a device or devices which
make a record of the altitude of the air2

craft and the use of th6 aircraft's radio
transmitter at all times during flight.
This device shall be so constructed and
installed as to afford substantial protec-
tion of the record in the evdnt of an
accident to the aircraft. [As added by
Amdt. 100, CAR,'Feb. 21; 1941, effective
Apr. 1, 1941; 6 F.R. 1146]

NOTE: § 61.341 was amended by substitut-
ing the words "April 1, 1942" for the words
"January 1, 1942", by Amdt. 61-18, CAR, Nov.
14, 1941, effective Dec. 1, 1941; 6 F.R. 5871.

§ 61.342 Seat belt sign. An aircraft
shall not be operated in scheduled air
transportation unless a suitable means
for warning passengers to fasten seat
belts is provided. [As added by Amdt.
129, CAR, Sept. 5, 1941, effective Oct. 1,
1941, and Amdt. 130, CAR, Sept. 12, 1941;
6 P.R. 4691, 4753]

§ 61.5 Airmen..

§ 61.523 Logging flight time. (a) A
second pilot possessed of an airline trans-
port pilot certificate and a type and, In
the case of an airplane, the airplane class
and horsepower, rating for the aircraft
flown may log the total flight time
during which he is on duty as second
pilot. In addition, he may log all such
flight time riot logged previously which
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he acquired since May 5, 1932, during the
period he held an aircraft rating for the
aircraft flown, and either an airline
transport pilot certificate, an airline
pilot certificate, or a scheduled air trans-
port rating;

(b) A second pilot not possessed of an
airline transport pilot certificate and a
type and, in the case of an airplane, the
airplane class and horsepower rating for
the aircraft flown may log 50% of the
total actual flight time or he may log
the full flight time during which he
was the sole manipulator of the con-
trols: Provided, That if such time be In
excess of 50% of the total flight time,
the time so flown by the second pilot
shall be certified by the first pilot. [As
amended by Amdt. 97, CAR, Feb. 21,
1941, effective Apr. 1, 1941, and Amdt.
115, CAR, June 6, 1941, effective Aug. 1,
1941; 6 F.R. 1145, 2872]

NOTE: § 61.523 (a) and (b) was amended
by substituting the words "and, in the case
of an airplane, the airplane class and horse-
power" for the words "weight and engine
classification", by Amdt. 115, CAR, June 6,
1941, effective Aug. 1, 1941; 6 P.R. 2872.

§ 61.531 Continuance of pilot com-
petency. If, within any 90-day period, a
first or second pilot has not made at least
two take-offs and landings in scheduled
air transportation in aircraft of a par-
ticular make and model, such person
shall not thereafter serve or be employed
to serve as a first or second pilot in air-
craft of that make and model In such
transportation without having made at
least three take-offs and landings in
such aircraft with one-half to three-
fourths useful load, and, if he is to serve
in such transportation at night, without
having made at least one of the three
take-offs and landings at night. No per-
sons shall be carried during such three
take-offs and landings other than per-
sonnel of the air carrier or other air car-
riers and Inspectors of the Administra-
tor. [As amended by Amdt. 129, CAR,
Sept. 5, 1941, effective Oct. 1, 1941; 6
F.R. 4691]

§ 61.532 (Unassigned) [As amended
by Amdt. 129, CAR, Sept. 5, 1941, effec-
tive Oct. 1, 1941; 6 F.R. 4692]

§ 61.554 Maintenance of qualifica-
tions. Each dispatcher listed in the air

carrier airmen competency letter shall
maintain his familiarity with the route
or routes on which he dispatches air car-
rier aircraft in scheduled operations and
with the items set forth in H8 61.55301-
61.55316. [As amended by Amdt. 132,
CAR, Sept. 30, 1941, effective Oct. 1,
1941; 6 F.R. 5039]

§ 61.555

NOTE: § 61.555 was amended by substitut-
ing "§61.71091 (b)" for "§61.71094", by
Amdt. 61-19, CAR, No,. 21, 1941; 6 F.R. 6015.

§ 61.7 Flight operations.

§ 61.7020 (a) Visual-contact operation
(day or night). No air carrier aircraft
shall be dispatched or shall take off with-
out fuel and oil sufficient, considering
the wind and other weather conditions
to be encountered during the course of
the flight, to complete flight to the first
point of landing specified in the clear-
ance, and thereafter to fly for a period
of at least 45 minutes at normal cruising
consumption for the flight. [As amended
by Amdt. 129, CAR, Sept. 5, 1941, effec-
tive Oct. 1, 1941; 6 F.R. 4692]

§ 61.7021 (b) Instrument or over-the-
top operation (day or night). No air
carrier aircraft shall be dispatched or
shall take off without fuel and oil suf-
ficient, considering the wind and other
weather. conditions to be encountered
during the course of the flight, to com-
plete such flight to the next point of
landing specified in the clearance; and
thereafter.

(1) To fly to and land at the alternate
airport for such point designated in the
clearance which is most distant from
such point, and thereafter

(2) To fly for a period of at least 45
minutes at normal cruising consumption
for the flight. [As amended by Amdt.
129, CAR, Sept. 5, 1941, effective Oct. 1,
1941; 6 F.R. 4692]

§ 61.7100 Necessity for dispatching
authorization. No scheduled air carrier
flight shall be started except on the au-
thority of an aircraft dispatcher whose
name appears in the airman competency
letter as qualified for the route, or part
thereof, on which the flight takes off. No
such authority Is required for take-offs
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from an intermediate stop b
specified in the original cle
the flight has been dela
reason more than 30 n
§ 61.7103 for new flight cles
amended by Amdt. 129, (
1941, effective Oct. 1, 1941

§ 61.7109 Instrument or
clearance. The following
spect to weather condition
the dispatch of air carrie
air transportation for I,
over-the-top flight:

§ 61.71090 Weather ci
terminal or intermediate
carrier aircraft shall not
in air transportation unles

(a) The observed weat
tion and current weather f
taining to all landing poin
the clearance, give suffici
at the time of clearance th
and- visibilities are, or will
flight would arrive at s
points, at or above the mi
fled in the weather compet
letting-down-through; and

(b) The alternate airpor
§ 61.71091 are specified.

§ 61.71091 Alternate ai
ment. (a) When the obs'
information and current
casts pertaining to a landin
fled in the clearance indica
of clearance, that the ceilli
ity are, and will remain u
would arrive at such poin
the minimums specified In
competency letter for
through, there shall be at I
nate airport specified on t1
flight clearance for such

(b) When, at the time
the ceiling or visibility at a
specified in the clearance
minimums specified in the
petency letter for letting-
but the weather reports
such point at the time of c
a trend, by the hourly seqt
rent forecasts, that Indic
weather conditions will i
above such minimums upon
flight at such point, two

etween points
arance unless
tvor fnr onv

ports shall be specified in the appropriate
flight clearance for such point.

inutes." (See § 61.71092 Types of alternate airports.
arance.) [As (a) If an alternate referred to in
JAR, Sept, 5, § 61.71091 is equipped with a radio range,

6 F.R. 4693] the weather conditions existing thereat
at the time of clearance must be equaj to,
or above, the ceilings and visibilities spec-

* over-the-top ified in the weather competency letter
rules with re- for letting-down-through at such airport
s shall govern when using it as an alternate airport and
er aircraft in the hourly weather report sequence and
nstrument or current forecasts-shall show a trend that

indicates that such weather conditions
will continue or improve at such alternate

onditions at airport until the flight shall arrive
airports. Air thereat. The weather minimums at such
be dispatched alternate airport shall in no case be less
s: than one of the following:
her informa- (1) A ceiling of 1,000 feet and visibility
orecasts, per- of 1 mile;
ts specified in (2) A ceiling of 900 feet with a visi-
ent Indication bility of 11/! miles; or
at the ceilings
be, when the (3) A ceiling of 800 feet with a visi-

uch point or bility of 2 miles.
nimums speci- (b) If an alternate referred to In
ancy letter for § 61.71091 is not equipped with a radio

range, the weather conditions existing

ts required by thereat, at the time of clearance, must
be equal to, or better than, broken clouds
and a ceiling of 1,000 feet and a visibility

rport require- of 2 miles, and the hourly weather report
erved weather sequence and forecasts shall Show a trend
weather fore- that gives sufficient indication of weather
ig point spec- conditions continuing or improving until
te, at the time the flight shall arrive thereat: Provided,
ng and visibil- That the Administrator may, In the In-
ntil the flight terest of safety, prescribe higher mini-
t, at or above mums at Individual airports. [As
n the weather amended by Amdt. 129, CAR, Sept. 5,
letting-down- 1941, effective Oct. 1, 1941; 6 F.R. 4692]
east one alter- * * * * *
he appropriate NoTs: §§ 61.7109-61.71092 supersede the
point, former §§ 61.7109-61.71096 (g).

of clearance, § 61.7209 Banking alter take-off.
-landing point Non: Special Regulation, Sept. 30, 1941;
is below the 6 F.R. 5039, provides that: Notwithstanding

weather com- the provisions of § 61.7209 of the Civil Air
down-through, Regulations, air carrier aircraft operated in

scheduled air transportation taking off from
pertaining to the Washington National Airport may be
learance show banked when an. altitude not lowe than 300
ence and cur- feet has been attained and the aircraft has
ates that the passed over the boundaries of the Washington

National Airport.meprove to or
n arrival of the § 61.742 Maximum altitude of flight
alternate air- operations. No scheduled air' carrier
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aircraft shall be operated at altitudes
above 17,000 feet above sea level unless
specifically permitted by the terms of
the competency letters issued to the air
carrier. A competent cabin attendant
to care for passengers shall be provided
on all air carrier flights carrying passen-
gers operating for any period of time
above 12,000 feet above sea level. [As
amended by Amdt. 120, CAR, June 24,
1941, effective July 1, 1941; 6 F.R. 3099]

§ 61.743 Oxygen apparatus and its use.
No air carrier aircraft shall be operated
in scheduled air transportation at an al-
titude exceeding 10,000 feet above sea
level continuously for more than 30
minutes, or at an altitude exceeding
12,000 feet above sea level for any length
of time, unless such aircraft is equipped
with an effective oxygen apparatus and
an adequate supply of oxygen available
for the convenient use of the operating
crew, and proper use is made of such
apparatus. [As added by Amdt. 94,
CAR, Feb. 4, 1941, effective May 1, 1941;
6 F.R. 784]

§ 61.7720 Communications failure. In
the event of inability to maintain two-
way communication with the appropriate
communications station or in the event
that the pilot does not receive radio sig-
nals sufficient to permit him to main-
tain instrument flight to any point
cleared to or otherwise specified in the
approved flight plan, one of the follow-
ing procedures shall be observed: [As
amended by Amdt. 102, CAR, Feb. 25,
1941; 6 F.R. 1159]

§ 61.7803 Pilots' compartment. (a)
No person except a member of the
operating crew or an air carrier in-
spector of the Administrator of Civil
Aeronautics shall be admitted to the
pilots' compartment during such flight
unless his admission is approved by the
first pilot and such person is one of
the following: (1) An employee of the
Federal Government, or of an air carrier
or other aeronautical enterprise, whose
duties are such that his presence in the
cockpit is necessary or advantageous to
the conduct of safe air carrier operations
or the improvement of the safety of such

operations; ' (2) a person whose presence
in such compartment has been specifi-
cally authorized by the management of
the air carrier operating the aircraft and
by the Administrator.

(b) No person shall occupy a seat in
the pilots' compartment or the compan-
ionway thereto unless such seat is se-
curely attached to the structure of the
aircraft and is provided with a safety
belt which shall be kept fastened by the
occupant throughout his occupancy of
such seat.

(c) No person not a member of the
flight crew, or engaged during flight in
the checking of pilots' operations for the
Federal Government or for the air car-
rier, shall be admitted to the pilots' com-
partment during scheduled flight unless
a seat is also available for his use in the
passenger compartment.

(d) Any air carrier inspector of the
Administrator of Civil Aeronautics shall
be admitted to the pilots compartment
of an air carrier aircraft at any time
while in the performance of his official
duty. [As amended by Amdt. 91, CAR,
Jan. 14, 1941, effective Mar. 1, 1941,
Amdt. 103, CAR, Mar. 6, 1941, effective
Mar. 15, 1941, and Amdt. 61-17, CAR,
Oct. 24, 1941, effective Nov. 8, 1941; 6
F.R. 540, 1334, 5485]

NOTE: The portion of the first sentence of
§61.7803 (a) preceding "(1)" appears as
amended by Amdt. 103, CAR, Mar. 6, 1941,
effective Mar. 15, 1941; 6 F.R. 1334. As
first amended by Amdt. 91, CAR, Jan. 14,
1941, effective Mar. 1, 1941; 6 F.R. 540, It
read, "No person not a member of the
operating crew shall be admitted to the
pilots' compartment during such flight un-
less his admission is first approved by the
first pilot, and such person is one of the
following:". § 61.7803 (d) was added by
Amdt. 103, CAR, Mar. 6, 1941, effective Mar.
15, 1941: 6 FPR. 1334. As first amended by
Amdt. 91, CAR, Jan. 14, 1941, effective Mar. 1,
1941; 6 F.R. 540, § 61.7803 (a) contained a
sentence preceding the present first sentence,

1 Federal employees who deal responsibly
with matters relating to air carrier safety
and such air carrier employees as pilots, dis-
patchers, meteorologists, communication op-
erators and mechanics whose efficiency would
be increased by familiarity with flight con-
ditions in the pilots' compartment may be
considered eligible under this requirement.
Employees of traffic, sales and other air car-
rier departments not directly related to flight
operations cannot be concldered eligible un-
less authorized under (2).

Page 1625

§ 61.7803



Title 14-Civil Aviation

which read, "The door or doors between the
pilots' compartment and the passenger com-
partment shall be kept closed during the
operation of an air carrier aircraft in sched-
uled flight." This sentence was revoked by
Amdt. 61-17, CAR, Oct. 24, 1941, effective
Nov. 8, 1941; 6 F.R. 5485.

§ 61.7807 (Unassigned). [As amended
by Amdt. 91, CAR, Jan. 14, 1941, effective
Mar. 1, 1941; 6 F.R. 540]

PART 66-FOREIGN AIR CARRIER
REGULATIONS

Sec.
66.1 Scope.
66.2 Application of the air traffic rules.
66.3 Requirement of pilot certificate.
66.4 Provision for demonstration of ability.
66.5 Requirement of aircraft airworthiness.
66.6 Inspection.
66.7 Control of traffic at terminal airports.
66.8 Requirement of operation specifica-

tions.
66.9 Operation in accordance with operation

specifications.

AUTHORITY: §§ 66.1 to 66.9, inclusive, is-
sued under seacs. 205, 402, 601, 52 Stat. 984,
991, 1007; 49 U.S.C. 425, 482, 551.

SoucRE: In §§ 66.1 to 66.9, the numbers
correspond to the respective section numbers
in Amendment 66-0, Civil Air Regulations,
Civil Aeronautics Board, Dec. 9, 1941, effective
Jan. 15, 1942; 6 P.R. 6349.

§ 66.1 Scope. The following regula-
tions in this part shall apply to sched-
uled operations within the United States
(not including the Philippines) by air-
craft of a foreign air carrier holding a
permit issued by the Board, pursuant to
the provisions of section 402 of the Civil
Aeronautics Act of 1938.

§ 66.2 Application of the air "trafc
rules. Such operation shall be conducted
in accordance withthe provisions of the
air traffic rules prescribed in Part 60 of
this chapter except to the extent other-
wise provided. in the regulations in this
part. Any pilot employed in such opera-
tion may be required to accomplish
a satisfactory examination demonstrat-
ing his knowledge of such rules.

§ 66.3 Requirement of pilot certifi-
cate. Each member of the crew of such
aircraft shall be possessed of a proper
currently effective certificate issued by
the country whose nationality the air-
craft possesses evidencing his compe-
tency to perform his duties in connection
with the operation of such aircraft, or of
a comparable certificate issued by the
United States.

§ 66.4 Provision for demonstration of
ability. In the interest of avoiding col-
lision between foreign air carrier air-
craft and other aircraft, any member of
the crew of such aircraft may be required
satisfactorily to demonstrate his ability
to serve In such operation. Such dem-
onstration may include, but need not be
limited to, the use of the radio range, and
the direction finder in the navigation of
aircraft, and the operation of aircraft
in instrument flight and during instru-
ment approach for landing.

§ 66.5 Requirement of aircraft air-
worthiness. Such aircraft shall be pos-
sessed of a currently effective certificate
of airworthiness issued by the country
whose nationality it possesses, and to the
end that ground stations, for the purpose
of controlling air traffic, may know the
exact location of such aircraft at all
times, it shall have radio equipment, of
such character and quality, as may be
determined by the Administrator to be
necessary to accomplish such end over
the route to be flown within the United
States.

§ 66.6 Inspection. Such aircraft shall
be subject to inspection by a duly au-
thorized representative of the Adminis-
trator to determine that the aircraft has
the equipment called for in § 66.5.

.§66.7 Control of traffic at terminal
airports. No aircraft shall be operated
by a foreign air carrier within the United
States unless adequate personnel and
equipment are provided for two-way ra-
dio voice communication between the air-
craft and ground stations at such times
and places as communication is deemed
necessary by the Administrator. If such
,communication cannot be maintained in
the English language or in a language
with which the ground station operator
is familiar, there shall be provided by
the foreign air carrier to assist the regu-
lar ground station operator during such
times as communication with the aircraft
is necessary, a person who is able to read,
write, understand and speak fluently the
English language and the language nec-
essary to maintain adequate two-way
communication with the aircraft. In the
case of an air-traffic control-tower
ground station such person shall be a
qualified air-traffic control-tower opera-
tor and shall be In such tower during such
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